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the Commission’s Rules and Regula-
tions.)

(e) Remote pickup broadcast station
equipment authorized to be used pursu-
ant to an application accepted for fil-
ing prior to December 1, 1977, may con-
tinue to be used by the licensee or its
successors or assignees: Provided, how-
ever, If operation of such equipment
causes harmful interference due to its
failure to comply with the technical
standards set forth in this subpart, the
Commission may, at its discretion, re-
quire the licensee to take such correc-
tive action as is necessary to eliminate
the interference.

(f) Each instrument of authority
which permits operation of a remote
pickup broadcast station or system
using equipment which has not been
certificated will specify the particular
transmitting equipment which the li-
censee is authorized to use.

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155)

[41 FR 29686, July 19, 1976, as amended at 42
FR 14728, Mar. 16, 1977; 42 FR 43636, Aug. 30,
1977; 43 FR 14661, Apr. 7, 1978; 46 FR 28142,
Apr. 28, 1980; 63 FR 36604, July 7, 1998; 68 FR
12765, Mar. 17, 2003]

§74.452 Equipment changes.

(a) Modifications may be made to an
existing authorization in accordance
with §§1.929 and 1.947 of this chapter.

(b) All transmitters initially in-
stalled after November 30, 1977, must be
certificated for use in this service or
other service as specified in §74.451(a).

[68 FR 12765, Mar. 17, 2003]

§74.461 Transmitter power.

(a) Transmitter power is the power at
the transmitter output terminals and

§74.462

delivered to the antenna, antenna
transmission line, or any other imped-
ance-matched, radio frequency load.
For the purpose of this Subpart, the
transmitter power is the carrier power.

(b) The authorized transmitter power
for a remote pickup broadcast station
shall be limited to that necessary for
satisfactory service and, in any event,
shall not be greater than 100 watts, ex-
cept that a station to be operated
aboard an aircraft shall normally be
limited to a maximum authorized
power of 15 watts. Specific authoriza-
tion to operate stations on board air-
craft with an output power exceeding
15 watts will be issued only upon an
adequate engineering showing of need,
and of the procedures that will be
taken to avoid harmful interference to
other licensees.

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155)

[41 FR 29686, July 19, 1976, as amended at 43
FR 14662, Apr. 7, 1978]

§74.462 Authorized bandwidth and
emissions.

(a) Each authorization for a new re-
mote pickup broadcast station or sys-
tem shall require the use of certifi-
cated equipment and such equipment
shall be operated in accordance with
emission specifications included in the
grant of certification and as prescribed
in paragraphs (b), (¢), and (d) of this
section.

(b) The maximum authorized band-
width of emissions corresponding to
the types of emissions specified below,
and the maximum authorized fre-
quency deviation in the case of fre-
quency or phase modulated emission,
shall be as follows:

Frequencies

Authorized bandwidth
(kHz) deviation

Maximum

frequency Type of emission 2

(kHz)

MHz:
25.87 to 26.03
26.07 to 26.47 ..
152.8625 to 153.35753
160.860 to 161.400 ..
161.625 to 161.775 ..
166.25 and 170.154

10 | Frequencies 25.87 to 153.3575
5 MHz: A3E, F1E, F3E, FOE.
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